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Air-assist Vibrating Paper Jogger

Vibration Timer, Air-Assist
•	 The	jogger	is	started	and	stopped	by	the	foot	
pedal	switch	so	that	you	can	use	both	hands.

•	 The	casters	at	the	bottom	of	the	jogger	allows	you	
to	move	the	machine	to	any	place	as	you	like.

Vibration Timer
•	 Vibrating	time	can	be	adjusted.

Air-assist
•	 Assist	air	speed	up	the	jogging	of	the	sheets.
•	 The	amount	of	air	can	be	adjusted	according	to	
different	type	of	paper.

PJ-100	Major	Specifications

Sheet	Size
Width x Length
Max.	297	x	420	mm	/	11”	x	17”
Min.	128	x	182	mm	/	5”	x	7.2”

Pile	Height Max.	95	mm	/	3.7”

Voltage/Frequency Single	Phase	115	V,	50	/	60	Hz
Single	Phase	230	V,	50	/	60	Hz

Rated	Current Single	Phase	115	V,	50	/	60	Hz,	5.7	A
Single	Phase	230	V,	50	/	60	Hz,	2.8	A

Machine	Dimensions W489	x	D458	x	H1,135	mm	/	19.3”	x	18.1”	x	44.7”

Machine	Weight 55	kg	/	121.3	lb

The PJ-100 Paper Jogger will jog a 95 mm
(3.7”) lift of paper in a vertical position or a
horizontal position to suit your operating
requirements. The V-shaped jogger tray
allows you to jog a criss-cross stacked pile
easily. The PJ-100 is easy to set up and
operate. A foot pedal switch starts and
stops the jogger so both hands are free.
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